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STEERING COLUMNS TYPE SP

The SP Steering Columns transfer the torque from the steering wheel of the vehicle to the HKU, HKUS or other of the same
class steering units. The SP Steering Columns are consisted of a pipe in which is centred the control shaft.

Permissible loads on the steering columns are as follows:

Steering Wheel 2124 in-lb [24 daNm)]
Max. bending moment 1770 in- Ib[20 daNm]
Max. axial load 225 Ibs [100 daN]

The steering column must be additionally supported when the length L exceeds 5.91in. [150mm)]

SPECIFICATION DATA

Parameters 1vpe
SP75 | SP150 | SP250 | SP390 | SP441 | SP650] SP 750
L in. 3.07 6.62 9.84 15.47 17.36 25.62 30.62
[mm] [78] [167] [250] [393] [441] [650] [777.8]
Weight |b 172 243 3.31 474 4.96 6.75 8.82
[kg] [0,78] [1,10] [1,50] [2,15] [2,25] [3,06] [4,00]

Note: The length L depends on the transport vehicle construction.
Please contact factory regarding other legnths.

DIMENSIONS AND MOUNTING DATA
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INSTALLING

For assembling the Steering column to the Steering units must use:
For HKU.../...A- four bolts 3/8-16 UNC:
For HKU.../...and HKU.../...M- four bolts M10.
Tightning torque for bolts 221~310 in-lb [3 + 0,5 daNm].

Mounting Bracket

2.165 Dia.
=L 1 [55]

=il
-

: Four Bolts 3/8-16 UNC x(a+h+.217[5,5]) or M10

h,..=-47 [12] n 3.228[82] Dia. Bolt Circle
h,..=.59 [15] (4 bolts)
217 a
[5.5]
ORDER CODE
1 2 3 4 5
Lse | | [ [ [ |
- Lengthe,mm (acc. To table) - Option (Paint)**
omit - No Paint

Pos.2 - Shaft Extensions P - Painted Low Gloss Color
 [NININYAY | PC - Corrosion Protected Paint
- Signal Connection (Option) - Desing Series
omit - without electric signal connection omit - Factory Series
E - with one electric signal connection
EE* - with two electric signal connection

The steering columns are yellow galvanized as standard.

Notes:

* Only for steering column's length L.>150 mm
** Colour at customer's request
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